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COMBINATION CONC. CURB & QGUTTER, TYPE 8-8.12
COMBINATION CONC. CURB & SUTTER, TYPE 8-5.08
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AGGREGATE SUBGRADE IMPROVEMENT 127

LONGITUDINAL CONSTRUCTION JOINT GROUTED IN PLACE, NO. 6 TIE
BAR AT 247 LONG, DEFORMED (EPOXY CODATEDY AT 247 CENTERS.
{INCLUDED IN THE COST OF THE PROPOSED PAVEMENT)
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STA, D8T425 TO STA. 531471

{4} MO. & TIE BAR AT 24" LONG, DEFORMED (EROXY COATED) AT 24“ CENTERS.
< (INCLUDED It THE COST OF THE PROPOSED CURB AMD GUTTER)

H .;5} COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

COMBINATION COMCRETE CURB & CGUTTER, TYPE B-6.2

CONCRETE MEDIAN TYPE SB-6 (SPECIAL)

TOPSOIL &7 (TOPSOIL EXCAVATION AND PLACEMENT)

TOPSOIL FURNISH AND PLACE, 307
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POLYMERIZED HOT-MIX ASPHALT BINDER COURSE, IL-18.0. NSO; 2 o~
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HOT-MIX ASPHALT PAVEMENT (FLRLL DEPTH), 14"

RBOT-MIX ASPHALT SURFACE COURSE, MDY /DY, HBO0: 27

BOT-MIX ASPHALT PAVEMENT (FULL DEPTHS 127

G“?;‘ AGGREGATE SURGRADE [MPROVEMENT B

LEVELING BINDER (MACHINE METHODY N7O, ¥y~
T SEE NOTE 5

PROPOSED TYPICAL SECTION - W OF W59
STA, SB3+61 N0 STA. BBT+25
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21 AREA REFLECTIVE CRACK CONTROL TREATMENT

NOTES:
1. SEE CROSS SECTIONS FOR GRADING INFORMATION,

Z. CURE AMD OUTTER FOR PRGPOSED MEDIAN SHALL BE CONSTRUCTED
WITH REVERSE PITCHED GUTTER.

3. SEE LAMDSCAPING PLANS FOR SEEDING AND SODOING TNFORMATION.

4. SEE CONCRETE smEQIAM TYPE SB-6 (SPECIALY TYPICAL SECTION DETAIL.

5. FOR HMA PAVEMENT MATERIAL REQUIREMENT, SEE HMA MIXTURE CHART
ON THE GENERAL NOTES SHEET.
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